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“SPLICE BOLT" W/NUT I
EIGHT (8) PER JOINT
WOOD OFFSET BLOCK

SEE STD. 605.21
SEE NOTE 3

DOUBLE FACED BARRIER

NOTE

1.

2.
3.

FOR METAL POSTS. WOOD OFFSET BLOCKS. SPLICES. SPLICE BOLTS. AND OTHER
DETAILS SEE STANDARD MD 605.23.

FOR TRAFFIC BARRIER W BEAM SEE STANDARD MD 605.22.
FOR COMPOSITE OFFSET BLOCKS SEE NOTE 5 ON MD 605.21

SPECIFICATION | CATEGORY CODE ITEMS .
605 Maryland Department of Transportation

PR STATE HIGHWAY ADMINISTRATION
APPROVED . “

DL O, Tl STANDARDS FOR HIGHWAYS AND INCIDENTAL STRUCTURES

APPROVAL o SHA APPROVAL ® FEDERAL

AEVISIONS edtsiiispion TRAFFIC BARRIER W BEAM
APPROVAL _6-2-75 | APPROVAL_9-30-75 | MEDIAN BARRIER
REVISED 2-10-04 REVISED 3-31-04

StateHighway

Administration

REVISED

REVISED

REVISED

AEveED STANDARD NO. MD 605.28




